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NOISE

CONDITIONS OF CERTIFICATION

NOISE-1 At least 15 days prior to the start of rough grading, the project
owner shall notify all residents within one-half miles of the project boundaries by
mail or other effective means, of the commencement of the HPP project
construction.  The project owner shall establish a telephone number for use by
the public to report any undesirable noise conditions associated with the
construction and operation of the HPP project.  If the telephone is not staffed 24
hours per day, the project owner shall include an automatic answering feature,
with date and time stamp recording, to answer calls when the phone is
unattended.  This telephone number shall also be posted at the HPP project site
during construction in a manner visible to passersby.  This telephone number
shall be maintained until the HPP project has been operational for at least one
year.

Verification:  The project owner shall transmit to the Compliance Project
Manager (CPM) in the first monthly construction report following the start of
rough grading, a statement signed by the project manager attesting that the
above notification has been performed, describing the method of that notification,
and including a sample letter, poster or other notice, as appropriate.  This
statement shall also attest that the telephone number has been established and
posted at the site, and also provide the telephone number.

NOISE-2 Throughout the construction and operation of the HPP project, the
project owner shall document, investigate, evaluate, and attempt to resolve all
project related noise complaints.

Protocol: The project owner shall:

1. Use the Noise Complaint Resolution Form (see below for an
example), or functionally equivalent procedure acceptable to the
CPM, to document and respond to each noise complaint;

2. Attempt to contact the person(s) making the noise complaint within
24 hours;

3. Conduct an investigation to determine the source of noise related to
the complaint;

4. If the noise is project related, take all feasible measures to reduce
the noise at its source; and
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5. Submit a report documenting the complaint and the actions taken.
The report shall include: a complaint summary, including results of
noise reduction efforts; and if obtainable, a signed statement by the
complainant, stating that the noise problem is resolved to
complainant's satisfaction.

Verification:  Within 30 days of receiving a noise complaint, the project
owner shall file a copy of the Noise Complaint Resolution Form, or similar
instrument approved by the CPM, with Kings County and with the CPM
documenting the resolution of the complaint.  If mitigation is required to resolve a
complaint, and the complaint is not resolved within a 30-day period, the project
owner shall submit an updated Noise Complaint Resolution Form when the
mitigation is finally implemented.

NOISE-3 Prior to the start of the project construction, the project owner shall
submit to the CPM for review a noise control program.  The noise control
program shall be used to reduce employee exposure to high noise levels during
construction and also to comply with applicable OSHA standards.

Verification:  At least 30 days prior to the start of rough grading, the project
owner shall submit to the CPM the above referenced program.  The project
owner shall make the program available to OSHA upon request.

NOISE-4 Upon the HPP project first achieving an output of 80 percent or
greater of rated capacity, the project owner shall conduct a 25-hour community
noise survey, utilizing the same monitoring sites employed in the pre-project
ambient noise survey as a minimum.  The survey shall also include the octave
band pressure levels to ensure that no new pure-tone noise components have
been introduced.  No single piece of equipment shall be allowed to stand out as a
dominant source of noise that draws complaints.  Steam relief valves shall be
adequately muffled to preclude noise that draws complaints.  The noise
contributed by the project operation at the nearest residence shall not exceed 50
dBA L50 under normal operating conditions.  If the results from the survey
indicate that power plant noise levels are in excess of 50 dBA L50 ( check noise
section for predicted noise levels) at the nearest residence, additional mitigation
measures shall be implemented to reduce noise to a level of compliance with this
limit.  The mitigation measures (to be employed as required) may include:

1. Provide standard outdoor/weather enclosures for the combustion
turbine generator packages;

2. Provide air inlet silencers for the combustion turbines;

Protocol: The measurement of power plant noise for purposes of
demonstrating compliance with this Condition may alternatively be made
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at an acceptable location closer to the plant (e.g., 400 to 1,000 feet from
the plant boundary) and this measured level then mathematically
extrapolated to determine the plant noise contribution at the nearest
sensitive receptor.  However, notwithstanding the use of this alternative
method for determining the noise level, the character of plant noise shall
be evaluated at the nearest sensitive receptor to determine the presence
of pure tones or other dominant sources of plant noise.

Verification:  Within 30 days after first achieving an output of 80 percent or
greater of rated output, the project owner shall conduct the above described
noise survey.  Within 30 days after completing the survey, the project owner shall
submit a summary report of the survey to Kings County and the CPM.  Included
in the report will be a description of any additional mitigation measures necessary
to achieve compliance with the above listed noise limits, and a schedule, subject
to CPM approval, for implementing these measures.  Within 30 days of
completion of installation of these measures, the project owner shall submit to
the CPM a summary report of a new noise survey, performed as described
above and showing compliance with this condition.

NOISE-5 The project owner shall conduct an occupational noise survey to
identify the noise hazardous areas in the facility.  The survey shall be conducted
within thirty (30) days after the facility is operating at an output of 80% of rated
capacity or greater, and shall be conducted by a qualified person in accordance
with the provisions of Title 8, California Code of Regulations sections 5095-5100
(Article 105) and Title 29, Code of Federal Regulations, Part 1910.  The survey
results shall be used to determine the magnitude of employee noise exposure.
The project owner shall prepare a report of the survey results and, if necessary,
identify proposed mitigation measures that will be employed to comply with the
applicable state and federal regulations.

Verification:  Within 30 days after completing the survey, the project owner
shall submit the noise survey report to the CPM.  The project owner shall make
the report available to OSHA upon request.

NOISE-6 Night construction activities may be authorized by the CPM if they
are consistent with local noise ordinances.  Night construction, or specific night
construction activities may be disallowed by the CPM if it results in significant
impact to the surrounding community.

Verification:  Noise monitoring and surveys may be conducted if complaints are
reported by residence in the surrounding area of project site.
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    NOISE COMPLAINT RESOLUTION FORM

NOISE COMPLAINT LOG NUMBER ________________________

Complainant's name and address:

Phone number: ________________________

Date complaint received: ________________________
Time complaint received: ________________________

Nature of noise complaint:

Definition of problem after investigation by plant personnel:

Date complainant first contacted: ________________________

Initial noise levels at 3 feet from noise source _________ dBA Date: _____________
Initial noise levels at complainant's property: __________ dBA Date: ____________

Final noise levels at 3 feet from noise source: ________ dBA Date: _____________
Final noise levels at complainant's property: __________ dBA Date: ____________

Description of corrective measures taken:

Complainant's signature: ________________________ Date: ____________

Approximate installed cost of corrective measures: $ ____________
Date installation completed: ____________
Date first letter sent to complainant: ____________ (copy attached)
Date final letter sent to complainant: ____________(copy attached)

This information is certified to be correct:

Plant Manager's Signature: ________________________

(Attach additional pages and supporting documentation, as required).
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